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SECTION AT V HIP

COTTAGE-200
Cottage Tile

Ludowici N.A. Reference #: Cottage Tile  COTTAGE-200

The information contained on this drawing is the sole property of Ludowici Roof Tile, Inc.  Any reproduction in whole or part without the express written permission of Ludowici Roof Tile, Inc. is strictly prohibited.
Ludowici Roof Tile, Inc. reserves the right to modify the configuration of item(s) shown without prior written notice when deem necessary for product development and/or enhancement.

GENERAL NOTES:

1.   THIS IS A PROTOTYPICAL DETAIL FOR REVIEW.  MODIFICATIONS MAYBE REQUIRED TO

MEET PROJECT SPECIFIC REQUIREMENTS.

3/4" PLYWOOD

SECTION AT V HIP
SCALE 1-1/2" = 1'

2.   MINIMUM 2-1/4" HEADLAP REQUIRED FOR V HIP.

V HIP TILE

WATERPROOF

UNDERLAYMENT

REQ'D FASTENERS

COTTAGE TILE

SEALANT

18" STRIP OF HIGH TEMP

SELF-ADHERING MODIFIED

2" X PROPER HEIGHT

FOUNDATION GRADE

BITUMEN MEMBRANERIDGE STRINGERS

3.   A BEAD OF SEALANT SHOULD BE APPLIED BETWEEN THE LAP OF EACH HIP TILE.
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