CIRCULAR COVER RIDGE
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18-3/8" PALM BEACH
MISSION COVER

SEALANT
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18-3/8" STRAIGHT BARREL
MISSION PAN

SECTION AT CIRCULAR COVER
VENTED RIDGE

SCALE 1-1/2"=1'

VENTED RIDGE CAP FLASHING VENT FLASHING

GENERAL NOTES:

1. THIS IS APROTOTYPICAL DETAIL FOR REVIEW. MODIFICATIONS MAYBE REQUIRED TO
MEET PROJECT SPECIFIC REQUIREMENTS.

2. CIRCULAR COVER RIDGE TILES ARE INSTALLED WITH A 3" LAP.

3. ABEAD OF SEALANT SHOULD BE APPLIED BETWEEN THE LAP OF EACH RIDGE TILE.

4. VENTED RIDGE CAP FLASHING AND VENT FLASHING ARE FABRICATED BY OTHERS.

SYSTEM: 18-3/8" Palm Beach Mission

\\2 Detail # PBM-301
LUDOWICIT Description: SECTION AT CIRCULAR COVER VENTED RIDGE

4757 Tile Plant Road, P.O. BOX 69, New Lexington, OH 43764  |Dr2Wing Date: 2014.10.21
Telephone: (888) 582-9052  Fax: (740) 342-1906 Scale: 1-1/2" =1'-0"
www.ludowici.com Ludowici N.A. Reference #: 18-3/8" Palm Beach Mission PBM-301
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